




1

Abodo® is a glued laminated wood originating 
from New Zealand and treated using the ‘Vulcan’ 
process. It comes with a 15-year warranty and 
is perfect for wall claddings, outdoor blinds and 
shading screens, attics and all kinds of decorative 
architectural profiles.

The raw material used in its manufacture is Ra-
diata Pine grown in New Zealand forests man-
aged according to FSC® criteria.

Abodo is knot-free with very few and small cracks 
and is not subject to any dimensional changes, 
thanks to its high-tech manufacturing process. 
This process consists of an initial heat treatment 

at 230°C which improves its physical characteris-
tics, alters its colour to a warmer shade of brown 
and enhances its scent of toasted wood. 

Next, the material is selected and cut into sheets 
with the vertical grain on the visible side so that the 
resulting board, after gluing, is free from mottles 
and the joints between the strips are not visible.

These processes of selection and composition of 
the glued laminated board improve the dimen-
sional stability and compactness of the finished 
product and make it more uniform, harmonious 
and aesthetically pleasing, featuring continuous 
vertical grain on the visible side. 

sustainable and high-tech

The trade mark Abodo is a registered trade mark owned by Abodo Wood Limited
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benefits and features of Abodo

•	environmental sustainability

Abodo is a highly sustainable FSC®-certified 
product. The Radiata Pine used in its manufac-
ture is notable for its fast and abundant growth 
and is harvested from forests sustainably culti-
vated and managed according to FSC® criteria 
in New Zealand, a country that attributes fun-
damental importance to the issues of the future 
and sustainability.

•	high-tech

Glued laminated wood is a solid and strong 
structural material created by gluing together 
wooden boards, using environmentally-friendly 
adhesives guaranteed for outdoor use, to en-

hance their physical, mechanical and structural 
characteristics. In the case of Abodo, the Radia-
ta Pine boards undergo ‘Vulcan’ heat treatment 
at 230°C which stabilises them and further im-
proves their performance, giving them durabil-
ity and stability values comparable to those of 
exotic woods. 
However, Abodo does not look like a laminated 
wood: during gluing of the boards, the sides pre-
senting mottles and knots are positioned togeth-
er, with the grain on the other side running in the 
same direction, resulting in a final product with 
a uniform, lined external appearance and no vis-
ible gluing joints. 
This characteristic, too, has structural as well as 
aesthetic value since it contributes to increasing 
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the product’s stability, meaning that Abodo pro-
files can have have extremely large vertical fixing 
centres (up to three metres).

•	highly aesthetic

Abodo profiles are available in two different 
effects on the visible side: sawn cut effect or 
planed effect. 
The former gives the material an unusual, rough 
appearance, with a modern and industrial look, 
while leaving the wood soft with no splinters to 
the touch. 
The planed effect, on the other hand, creates a 
more traditional and classical appearance which 
emphasises the distinctive Abodo grain. 

It is possible to further finish and customise the 
final product with special neutral or coloured 
stains which, thanks to the product’s ‘sawn cut’ 
effect, penetrates very deeply into the wood, 
slowing the oxidation process. 

•	profile customisation

As well as customising the finishes, it is also 
possible to customise the sections and designs 
of the final Abodo profiles. 
Indeed, these are made from very long beams 
(4.80 metres) with a section of 140x140 mm 
which can be used to create different profiles 
depending on the requirements of the project or 
end client.
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choose Abodo - with tomorrow in mind

Abodo is FSC®-certified and harvested from for-
ests cultivated and managed according to the 
principles of the Forest Stewardship Council®. 

These principles not only assess the social im-
pact on local communities but also attribute 
great importance to maximising the life cycle 
of the tree for the best possible relationship be-
tween CO2 absorption and clean oxygen emission. 
Indeed, after a certain age, trees have a reduced 
capacity for CO2 storage.

Thanks to this characteristic and the rapid growth 
of these plants, Radiata Pine plantations feature a 
high tree turnover, which benefits the air quality.

What is more, from an environmental sustaina-
bility viewpoint, the product’s laminate composi-
tion minimises material wastage during process-
ing and increases its durability, as does the heat 
treatment process it undergoes.

From the perspective of the circular economy, if 
Abodo were to be replaced, the waste materials 
could be re-processed and reused in other pro-
jects.

For these reasons, Abodo may be considered 
a highly sustainable product and an informed 
choice, created with tomorrow in mind by people 
who love to live in harmony with nature.
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technical characteristics

physical properties

botanical name Pinus radiata

average mass density (*) 450 kg/m3

average Janka hardness (*) 2.5 kN

mechanical properties

average bending strength (*) 20.50 MPa

average modulus of elasticity (*) 10,400 MPa

average crushing strength (*) 38.50 MPa

natural durability

Fungi: UNI EN 350 (*) very durable - class 1

use class: AS 5604 (*) outside not in contact with the ground - class 2

(*) Data source: manufacturer.
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